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 output voltage 5V= / 0.28A 
 input voltage 230V 50Hz 
 output short-circuit protection 
 thermal overload protection 
 power overload protection 

 
 

Application ____________________________  
The Z3-05 power supply is intended for supplying of control 
systems' circuits or other devices in case that its capacity is 
sufficient. Concerning design, the Z3-05 supply is intended for 
assembly in the electric cabinet, by means of standard 35 mm 
mounting rail. 
 

Description _____________________________  
After Z3-05 supply's input terminals, a single-phase protective 
transformer with double insulation, protected in primary circuit 
by means of tube-fuse. A two-way rectifier together with 
filtering capacitor and linear stabilizer with protective circuits 
are connected to the secondary circuit of the transformer. 
The Z3-05 supply is equipped with an input overvoltage 
protection, as well as with protection against forced voltage in 
output and protection against power/temperature overload of 
the stabilizer; the supply is resistant against steady-state short-
circuit in the output. 
The radiator's temperature is measured continuously. Should 
the temperature exceed some 90°C, the output voltage of the 
supply will be set to value 0V. In case of the short circuit the 
output current will be limited. This allows (in case of supplied 
device's failure) also long-time operation into short-circuit, 
without danger that the supply may be damaged. 
In terms of protection against electric shock, the supply is 
designed as the Class II equipment (according the Czech 
standard ČSN 332000-4-41) without protective terminal. When 
installing it, attention must be paid to the fact that this supply 
doesn’t have supply voltage switch. 
The power supplies may be assembled "side-by-side" onto the 
mounting rail; nevertheless, it is necessary to keep sufficient 
space above/under the supplies, in order to enable good air 
circulation. Should the temperature exceed 40°C, airspace of 5 
mm between individual supplies is necessary to facilitate 
cooling. Should be the load with higher impulse current 
connected to the supply, the overcurrent protection may be 
activated. In case of loads having inductive nature, the 
damping components (diodes, varistors, etc.) must be used. 
The power supply is designed as one printed-circuit board 
bearing whole electronic circuits, placed into standardized 
plastic box. This plastic box provides electric protection of 
IP20. 
 

Absolute maximum ratings ______________  
Maximum input voltage..................................................... 255V~ 
Maximum output current ...................................................... 0.3A 
Maximum power dissipation  ................................................. 5W 
Operation temperature range ............................. -20°C to +50°C 
Storage temperature range ................................ -30°C to +80°C 
 
 

 _______________________ Power supply Z3-05 
 

 ________________________________ Terminals 
 

 
L, N input voltage 230V 50Hz 
+, - output voltage 5V= / 0.28A 
 

 ______________ Operating status indication 
LED1 output voltage 5V= / 0.28A, green 
 
OVERCURRENT LED1 is dark 
OVERTEMPERATURE LED1 is dark 
 



www.herott.cz                                        stabilized power supply Z3-05 

WWW.HEROTT.CZ 2/2 tel. +420 602 726 537 
internetový obchod   
Dolní Maršov 331 rev2002-04 e-mail: info@herott.cz 
417 42   Krupka  http://www.herott.cz 

Parameters _____________________________  
Input voltage ........................................................... 230V~ ±10% 
Input voltage frequency ............................................ 50Hz ±20% 
Power consumption ...................................................... max 6VA 
Output voltage ....................................................... 5V= ±100mV 
Output voltage ripple ......................................................... 20mV 
Output current - rated ........................................................ 0.28A 
Output current - short-circuit ...................................... about 0.5A 
Protection ................................................. electronic protections 
  ........................................................ fuse T0.1A / input 
Terminals ......................... screwed, for wires of 0.05 to 2.5 mm2 
Degree of protection ............................................................ IP20 
Overvoltage resistance .............................................. Category II 
Dimensions (W×H×L) ......................................... 75×100×35mm 
Mounting position ............................................................ vertical 
Weight ..............................................................................0.27kg 
Operating conditions................. normal, no mechanic impurities 
  ........................ no corrosive vapours/gases 
  ......................... relative humidity 20 to 80% 
  ................... absolute humidity up to 40g/m3 
  .............. barometric pressure 75 to 125kPa 
 

Assembly ______________________________  
The Z3-05 power supply will be fixed onto 35mm mounting rail. 
To do this, proceed as follows: at first, set the upper clasp onto 
rail; then lock the ratchet by pressing downward. After sliding 
the module into desired position, connect the cables into 
terminals. When dismantling, at first disconnect the cables 
from the terminals; then release the ratchet using screwdriver, 
and, by pulling for lower nose on the box holder. For the only 
one allowable assembly position, see following illustration. 

 

 _________________________________ Caution 
Before connecting/switching-on the module read this catalogue 
sheet carefully. In case of any doubt, please contact your local 
dealer or the producer. 
When using the supply, it is a good idea to consider some 
reserve, to cover the function in case of temporary aggravation 
of operational conditions (violent increase of ambient 
temperature, distortion, spikes, etc.). The temporary 
aggravation of operational conditions may cause that the built-
in protections will be activated. 
Observe free inlet/outlet of the cooling air. Should the contain 
impurities (e.g. dust, fibres, smears, aggressive gases and so 
on, which may adversely influence the function of supply, you 
are obliged to ensure appropriate preventive provisions. 
The Z3-05 supply doesn't require any attendance or 
maintenance. The repairs must be performed by producer. Any 
intervention into module's electric circuits causes loss of all 
warranties! 
Don’t perform neither "insulation resistance test" nor the "test 
by voltage"1), these tests were performed by the producer. The 
supply contains circuits serving as an overvoltage protection, 
which could be damaged by above-mentioned tests or 
measuring. Should you perform measuring of insulation 
resistance or the tests by voltage on the electric cabinet, 
disconnect the input and output of the power supply! 
Never connect/switch-on the module that is damaged as a 
result of transport or due to any other influences! 
Never connect the module to the voltage when it is dewy; wait 
until the visible moisture evaporates! 
Before performing any operation on the terminals of the 
module, disconnect at first the module from the supply voltage! 
Should the product be used in a way other as recommended 
by producer, the electrical/fire accident protection may be 
disturbed. 
Note1) If you still wish to perform above-mentioned tests, 

please, ask producer for description of measurement 
procedure - so you can avoid possible damaging of the 
supply. 

 

 ___________________________________ Others 
This catalogue sheet serves also as accompanying document 
for the Z3-05 power supply. 
The data contained in this catalogue sheet only describes the 
product's characteristics without ensure it. NEWTE undertakes 
no responsibility for wrong using of this catalogue sheet.  
Considering the developing of each product, it is possible that 
there will be some improvements that cannot be included in 
this catalogue sheet. NEWTE retains the right anytime to 
modify and to improve described product without previous 
notice. 
The technical suggestions and schemes included in this 
catalogue sheet express briefly the main purpose. The user 
has to judge separately the applicability for all individual cases. 
The modules stated in this description are in industrial 
terminology designated as "devices". Nevertheless, these 
aren't devices or machines capable to be directly used or to be 
directly connected to the electric network, but these are the 
components. The final function of such components is set 
when these are integrated into user's construction. Concerning 
conformity of such construction with existing legal rules, the 
responsibility for this fully rests on the user. 
This instruction doesn’t needs to be complete and error-free. In 
case of any doubt, please contact your local dealer or 
producer. 
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